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INVITATION FOR QUOTATION

To,

Sub: Invitation for Quotations for supply of Goods

Dear Sir,

1. You are invited to submit your most competitive quotation for the following goods with

item wise detailed specifications given at Annexure |,

Sr. | Brief Quantity | Delivery Place of Delivery Installation Requirement
No | Description Period(In (if any)
days)

1 Autolevel 5 30 Surveying Laboratory, | Installation at Surveying
Civil Engineering Laboratory, Civil
Department, Engineering Department,
Government College of | Government College of
Engineering, Karad Engineering, Karad




Government of India has received a credit from the International Development Association

(IDA) towards the cost of the Technical Education Quality Improvement

Programme[TEQIP]-Phase Il Project and intends to apply part of the proceeds of this credit

to eligible payments under the contract for which this invitation for quotations is issued.

Quotation,

3.1 The contract shall be for the full quantity as described above.

3.2 Corrections, if any, shall be made by crossing out, initialing, dating and re writing.

3.3 All duties and other levies payable by the supplier under the contract shall be included
in the unit price.

3.4 Applicable taxes shall be quoted separately for all items.

3.5 The prices quoted by the bidder shall be fixed for the duration of the contract and shall
not be subject to adjustment on any account.

3.6 The Prices should be quoted in Indian Rupees only.

Each bidder shall submit only one quotation.

Quotation shall remain valid for a period not less than 45 days after the last date of

guotation submission.

Evaluation of Quotations,

The Purchaser will evaluate and compare the quotations determined to be substantially

responsive i.e. which

6.1 are properly signed ; and

6.2 confirm to the terms and conditions, and specifications.

The Quotations would be evaluated for all items together.

Award of contract:

The Purchaser will award the contract to the bidder whose quotation has been determined

to be substantially responsive and who has offered the lowest evaluated quotation price.

8.1 Notwithstanding the above, the Purchaser reserves the right to accept or reject any
guotations and to cancel the bidding process and reject all quotations at any time

prior to the award of contract.




10.

11.

12.

13.

14.

15.

16.

17,

Lab |

8.2 The bidder whose bid is accepted will be notified of the award of contract by the
Purchaser prior to expiration of the quotation validity period. The terms of the
accepted offer shall be incorporated in the purchase order.

Payment shall be made in Indian Rupees as follows:

Delivery and Installation - 90% of total cost

Satisfactory Acceptance - 10% of total cost

All supplied items are under warranty of 12 months from the date of successful acceptance
of items.

You are requested to provide your offer latest by 17:00 hours on 18-Dec-2017 .

Detailed specifications of the items are at Annexure I.

Training Clause (if any) Training to faculty and operating staff

Testing/Installation Clause (if any) Installation and Demonstration is required at Civil
Engineering Department, Government College of Engineering Karad

Information brochures/ Product catalogue, if any must be accompanied with the quotation
clearly indicating the model quoted for.

Sealed quotation to be submitted/ delivered at the address mentioned below,

Vidynagar, Karad, 415124 Dist- Satara.

We look forward to receiving your quotation and thank you for your interest in this project.

Pr|nciga4/

Govt College of Engineering, Karad

B /ml&s/l”/% W R

arge Dept. Procurement Coordinator  Head of Department Procurement Coordinator



Annexure |

Sr. | Iltem Specifications
No | Name
1 Autolevel | Length 215mm (8.46 in.) Magnification 24X Objective Aperture 32mm (1.26

in.) Resolving Power 4 in. Field of View 1°25’ (at 100m/328ft.) (at
100m/328ft.) (2.5m/8.2 ft.) Min. Focus from end of telescope 0.2m (7.9 in.)
Min. Focus from instrument center 0.3m (1 ft.) Image Erect Stadia Constant O
Stadia Ratio 100 Focusing Knob 1-speed Sighting Aid Gun Sight ACCURACY
Without Micrometer 2.0mm (0.08 in.) With Micrometer n/a COMPENSATOR
Type Pendulum compensator with magnetic damping system Setting
Accuracy 0.5 in. Working Range +15 ft. CIRCULAR LEVEL Sensitivity 10
ft./2mm HORIZONTAL CIRCLE Diameter 103mm (4.1 in.) Minimum Division
1°/1gon GENERAL Water Resistance IPX6 (IEC 60529:2001) Operating
Temperature -4°F to +122°F (-202C to +502C) Width 5.12 in. (130mm) Length
8.46 in. (215mm) Height 5.31 in. (135mm) Weight 3.7 Ibs. (1.7kg)




:ON 10BjuU0)

:SS2ppY
:aweN

Ja1|ddng jo ainjeudis

‘A1aqliq ul 28e38ua ||Im Jjeyaq 4no uo 4o sn 1o} Suloe uostad ou jeyl ainsua 01 sdals uayel aney am 1eyl Aj1uad Agasay s

*191197 UOIIRIIAU| BY} Ul PAUOIIUBW SB SUOIIPUOI puB SWUd} Yy3im da.8e

03 WJIJU0d OS|E dM puUEB SWall paJayo ay} ol Ajdde |jeys syuow ——— ———— 10 993juelensd /Ajueliem [BIDISWWOD [BUWIOU 3Y] 1By} WIIJUOd 9
'SU0I1BI0NY 40} UOIIRIAU| BY3 Ul palydads poliad ay3 ulyim (SpJom ul Junowe— — — ————— soadny) (sa4n3i
uljunowy) ———————— 'Sy 40 9214d 10BJJUO0D [B10] B 10J SUOIIRIII23dS |BIIUYIDY By} YUM 3dueplodde ul spood anoge ayl Ajddns 03 9a43e app

'sy :(g+V) 350D |BI0] SS0IH

1s0) |ejoL
(sjuawnwwod
(9) % Auesend /Ajuesiem pue AiaAijap 03 |BIUBPIOUL S1SOD
saindiy u| uj |e20] 1830 ‘@duednsu] ‘uolleliodsuedy ‘Suipiemioy (suornyeoiyads
9|qeAed saxe} (V) pue 3ujoed ‘Ainp asioxa ‘@21ud Aiojoe4 x3 Suipnpouy) [N} Yy3im) spoo3d ‘ON
1330 pue xe3 sa|es 90144 |e30] 'Sy Ul 91eJ JUN palonNy 1un ‘AYO Jo uondiasag IS

;0]

:91eQ
(1ees y1m Jarjddns ay3 Jo peaydana)| uj)
NOISSINENS NOILY.LOND Y04 LVINHOS




